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RZR TRUNK LID 
Part # 04-1906     POLARIS RZR XP1000 & TURBO S     BLACK

Provide a cover to the elements with this tonneau style cover. Integrated gas struts help open the lid and keep it open while you 
access your cargo space. Integrated latch with keyed lock secures your load or you can quickly remove the lid to receive full 

access use of the bed space. 
Be sure to check out the full line of DragonFire Accessories for your POLARIS vehicle at your local authorized dealer or online at 

http://www.DragonFireRacing.com

Note: Side panels may need to be trimmed in some cases when using a custom roll cage.

Disclaimer
Off road activities can be hazardous and could lead to injury, dismemberment, paralysis and death. No warranty of representation is made as to the products 
ability to protect the user from any injury or death. The user assumes that risk. The acceptance and /or use of this merchandise purchased from DragonFire by the 
customer hereby shall release DragonFire from any and all liability pertaining to the use of such merchandise.

•  Read and understand these instructions before installing product
•  This product does not provide roll over protection
•  Ensure doors are securely latched and locked prior to operating vehicle
•  Do not use product if there are any signs of damage

Tools Required
METRIC WRENCH SET
METRIC SOCKET SET
RATCHET
HEX WRENCH (INCLUDED)

Pre-installation: Lay out components and compare to list and images. Images may not portray the full detail or exact 
shape of the parts; however, they represent parts that have same or similar function.
 Refer to DragonFire Racing Website for ensure that you have the latest revision of instructions & templates.
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Part & Hardware List
ITEM QTY TYPE

P1 1 TRUNK LID
P2 2 TURBO S SIDE COVERS (LH & RH)
P3 2 XP1000 SIDE COVERS (LH & RH)
P4 2 GAS STRUTS
P5 4 SIDE COVER MOUNT PLUGS
P6 1 SET LATCH CATCH
P7 4 STRUT BOLT REINFORCEMENT BRACKET
P8 2 SETS STRUT BOLTS
P9 3 LATCH CATCH SHIMS

P10 2 LOCK KEYS

Note: In reference to image on page 1

Step 1: Place vehicle on a flat and level surface. Place gear selector in “Park” and remove keys from the ignition. Read through all the steps of 
the install before starting. Check to make sure you have all the components before starting.

Step 2: Locate the slot in the rear trunk plastics as shown in (FIGURE A). Using the strut mounting bolts (P8) and the reinforcement brackets 
(P7), Install the bolts and plates as shown in (FIGURE B & C).

INSTALLATION 

Step 3: Locate the plug mounting holes for the side covers as shown in (FIGURE D). Identify the correct side panels for your vehicle (P2 or P3) 
and install them so the panel holes are aligned with the large holes in the bed.  Using the plug mounts (P5), Install them through the panel and 
into the hole in the bed on both the LH and RH sides. Pushing down firmly, tighten the screw with hex wrench until the rubber expands and locks 
the panel in place (FIGURE E). NOTE: The Turbo S panels will have to be flexed around the cage tube in order to get them into place.

Step 4: Remove the center screw in the rear of the bed. Locate the latch catch and its hardware (P6) and the shims (P9). Starting with two 
shims, install the latch catch with the supplied bolt, lock washer, and washer. Install as shown in (FIGURE F & G). 

NOTE: The slotted hole in the brackets allows for shifting the position of the latch catch & the shims and adding or subtracting them changes the 
height of the catch. Using these adjustments, you can adjust the latch catch for proper engagement of the latch. 

INSIDE  OF TRUNK BED 
UNDERSIDE WHEEL WELL 
OF TRUNK BED 
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Step 5: Locate the slots in the bed as shown in (FIGURE H) & install the Trunk Lid “Fingers” by aligning them with slots, starting by placing the 
tip of the “fingers” into the hole letting it drop down to the first step. Then raise the trunk lid up and until it slides down onto the second step and 
finally lower the trunk lid and push inward to allow it to slide on the final step. The trunk lid should hinge off of these “fingers” without resistance. 

NOTE: Trunk lid can be easily removed by reversing the steps above. Once you have done it once or twice you will learn how to remove the lid 
is much easier. 
 
Step 6: Lower the lid down and test the latch action by turning the latch from the most clockwise position to the most counter clockwise position 
“Latched”. It should have some resistance when turning the lever to engage the latch. If the lid latches but has excessive slop, moving the latch 
toward the front of the vehicle will remove slop. If the lid catch is too tight and will not latch, start with moving the latch ward the rear of the vehi-
cle. If this is not enough add another shim and try again. You may have to try multiple positions until the latch catches with minimal slop. 

Step 7: Remove the lock pin from the gas struts (P4) (FIGURE J) and install them onto the strut bolts “ball shaped” as shown in (FIGURE K) on 
both sides. Reinstall lock clips if desired. 

INSTALLATION COMPLETE

ProTip: Periodically check all hardware and re-tighten if needed.

For further assistance please contact us at customerservice@dragonfireracing.com or 1-480-834-3411


