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Harness Hardware Kit for Yamaha YXZ 1000R
Part # 14-5100      Yamaha YXZ 1000R      Black

Congratulations on the purchase of your DragonFire Harness Hardware kit for the YXZ 1000R! There is no better way to improve the 
quality of your ride than adding 4 or 5 point harnesses to your vehicle. At DragonFire we noticed the factory hardware and mounting 
brackets on the YXZ make this simple task difficult, so we created a Harness Hardware kit to ease your pain. By supplying adapter 

brackets and additional hardware, we are able to simplify your install and get you back behind the wheel without having to hack 
away metal tabs or make your own adapters. Be sure to check out the full line of DragonFire Accessories for your Yamaha vehicle at 

your local authorized dealer or online at http://www.DragonFireRacing.com

Kit includes brackets and hardware to accommodate lap belts for two seating positions.
Submarine strap mounting not included. Minor trimming of plastic panels may be required.

Disclaimer
Off road activities can be hazardous and could lead to injury, dismemberment, paralysis and death. No warranty 
of representation is made as to the products ability to protect the user from any injury or death. The user assumes 
that risk. The acceptance and /or use of this merchandise purchased from DragonFire by the customer hereby 
shall release DragonFire from any and all liability pertaining to the use of such merchandise.

Step 1: Place vehicle on a flat and level surface. Place in gear, apply parking brake and remove keys from the ignition.

Step 2: Lift up on the front of the driver seat cushion to remove it from the vehicle. (Figure A)

Step 3: Remove the 4 bolts from the base of the seat frame and remove seat from the vehicle. (Figure B) Retain all hardware to reinstall later.

Step 4: Lift the back of the battery cover on the center console, and remove from the vehicle. (Figure C)

•  Read and understand these instructions before installing product
•  This product does not promise increased safety in the event of an accident
•  Inspect fasteners and harnesses regularly to ensure they are tight
•  Do not use product if there are any signs of damage

Tools Required
Flat Head Screwdriver
Ratchet w/ 3” or 6” Extension
10mm Socket
12mm Socket
17mm Socket & Wrench
19mm Socket & Wrench
4mm Allen
8mm Allen
Sharp Utility Knife

http://www.DragonFireRacing.com
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Step 5: Using a flat head screwdriver, remove plastic body fastener from the center console plastic. (Figure D) Retain fastener to reinstall later.

Note: If screw head of plastic body fastener rotates, but does not come out, it may be necessary to hold the outside lip on the plastic body  
           fastener to prevent it from rotating with the screw head or too much pressure is being applied down onto the screw head. 

Step 6: On the driver side of the center console, locate and remove the seven panel fasteners (The center console plastic will need to be lifted  
 to reveal the two fasteners on the top towards the front of the vehicle.) (Figure E) Retain all hardware to reinstall later.

Step 7: Pull the front of the panel away from the center console and slide the panel towards the front of the vehicle to remove. (Figure F)

Step 8: Outside of the vehicle, locate the three fasteners on the body panel between the door and the rear wheel. (Figure G) Remove fasteners  
 and retain to be reused later.

Step 9: Inside of the vehicle, locate the fastener rear of the door and behind the door latch frame. (Figure H)

Step 10: Locate the two plastic body fasteners on the door sill and remove. (Figure I) Retain to be reinstalled later.

Step 11: Remove lower door sill panel. (Figure J)

Note: On passenger side, the fuel cap will also need to be removed to remove panel. Reinstall cap immediately to minimize vapor release.

Step 12: Locate the outer factory seat belt mounting point and remove bolt and discard. (Figure K) Pull mounting tab up and through the plastic.

Step 13: Remove the four plastic body fasteners from the seat mounting location. (Figure L) Lift plastic panel up and out of the vehicle. Retain  
   all fasteners to be reinstalled later.

Note: On driver side of vehicle, the seat slider will need to be slid to the rear of the vehicle and the handle lifted to remove and reinstall the  
           plastic panel in Step 13.
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Step 14: Remove the factory inner seat belt buckle, retain the factory bolt to be reused in the next step. (Figure M)

Note: On the driver side there will be an electrical plug that will also need to be disconnected from the buckle assembly. On the 2016 models  
           this only controls the safety belt warning lamp on the center console and does not hinder performance with it unplugged.

Step 15: Place the factory bolt, removed in the previous step, into the supplied bracket, nearest the notches. Make sure the bend in the bracket  
   is pointed away from the head of the bolt. (Figure N) Install the bracket and factory bolt on the vehicle, attaching to the inner mount  
   tab, nearest the center console. Leave loose to allow ease of installing the remaining hardware in the following steps.

Step 16: Locate the harness lap mount that will need to be mounted nearest the center console. Place a supplied bolt with washer on the lap  
   mount tab. Insert the bolt through the bracket installed in the previous step, in the opposite direction of the previously installed bolt.  
   Secure with a supplied nylon insert lock nut. (Figure O)

Step 17: Verify the belt is in the correct position, so there is no twist in the strap when buckled, and torque supplied bolt to 45 ft-lbs. Also torque  
   the factory bolt to the factory service manual specification.

Step 18: Locate the outer harness lap belt and place a supplied bolt with washer through the mounting tab. Place an additional washer on the  
  bolt so there is a washer on both sides of the lap belt mounting tab. Thread the bolt though the outer factory seat belt mount, threading  
  the bolt in from the inside of the car, opposite of the factory bolt. Orient that tab so the belt is facing the correct direction and torque the  
  bolt to 45 ft-lbs. Install a supplied nut onto the bolt and torque to 45 ft-lbs. (Figure P)

Step 19: Place the plastic panel removed in Step 13 and mark areas that need to be trimmed to clear the new harness and hardware.

Step 20: Remove plastic panel from vehicle again and carefully trim with a sharp utility knife. (Figure Q)

Step 21: Reinstall the plastic panel and verify fitment.

Step 22: if necessary, repeat Step 20 and 21 until enough clearance is made.

Step 23: Reinstall the plastic panels and seat by reversing the steps taken to remove them. 
   Make sure to torque hardware to specifications in factory service manual.

Step 24: Repeat all steps on the passenger side of the vehicle. The plastic panels will be  
   slightly different, but the attachment is the same.

Step 25: This completes installation. Time to ride and enjoy!

ProTip: Periodically check all hardware and re-tighten if needed.

For further assistance please contact us at 
customerservice@dragonfireracing.com or 1-800-708-9803.

Scan this QR code with a smart phone or tablet to 
watch the step-by-step installation video.

To watch on a computer, go to:
http://www.dragonfireracing.com/product/5937/harness-hardware-kit-for-yamaha-yxz

Supplied Hardware List
QTY SIZE LENGTH TYPE STEP USED

4 M12-1.25 35mm Hex Head Bolt 16 & 18
4 M12-1.25 - Nylon Insert Lock Nut 16 & 18
6 M12 - Flat Washer 16 & 18
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