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Slayer Mirror Replacement Kit
Part # 04-0087      Slayer Mirror Replacement Kit
Replacement mirror kit for the Slayer style mirrors.    You can find 

other replacement parts at your local dealer or online at http://www.DragonFireRacing.com

Disclaimer
Off road activities can be hazardous and could lead to injury, dismemberment, paralysis and death. No warranty 
of representation is made as to the products ability to protect the user from any injury or death. The user assumes 
that risk. The acceptance and /or use of this merchandise purchased from DragonFire by the customer hereby 
shall release DragonFire from any and all liability pertaining to the use of such merchandise.

•  Read and understand these instructions before installing product
•  This product does not provide roll over protection
•  Ensure doors are securely latched and locked prior to operating vehicle
•  Do not use product if there are any signs of damage

Tools Required
10mm Socket
Flat Head Screw Driver

Pre-installation: Lay out components and compare to list and images. Images 
may not portray the full detail or exact shape of the parts; however, they represent 
parts that have same or similar function.   Refer to DragonFire Racing Website for 
ensure that you have the latest revision of instructions & templates.

Part & Hardware List
ITEM QTY SIZE LENGTH TYPE STEP USED

P1 1 - - Mirror 3
P2 1 - - Logo Badge 4
P3 2 - - Plastic caps 5
P4 2 - - Double sided sticky tape 5
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Step 1: Mirror housing does not have to be removed from UTV to be replaced.    Place vehicle on a flat and level sur-
face. Place gear selector in “Park” and remove keys from the ignition.

Step 2: Pry and remove Logo badge from the mirror housing and remove. (Figure A)  Do not worry if you bend the 
logo plate a replacement logo badge is provided.

Step 3: Remove the nut under the logo badge (Figure B).  Use a 10mm socket to remove the nut.   Once the nut is 
removed pull out broken mirror and replace with new mirror [P1] provided ((Figure C) and reverse the removal proce-
dure untill nut is hand tight. 

Step 4: Remove the plastic tape cover from the back of the Logo badge [P2] and align the holes and press firmly in 
place.   Please note: Make sure you are replacing the Logo in the same direction it was in when you removed it.   
(Figure D).

Step 5: This should complete your mirror replacement. (Figure E)   Two extra plastic end caps are provided for your 
convienace with double sided sticky tape, just encase you are missing any of the caps and you want to replace them. 
Place the tape [P4] provided on the inside of the cap and remove the protective plastic cover and place the cap  firmly 
in place. (Figure F)    This should complete the installation (Figure G).


