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Lower Switch Pod for Honda Talon
Part # 04-6905      Switch Pod, Honda Talon - Black

Lower Switch Pod for your Honda Talon. Add up to 3 rocker switches in the bottom row 
and toggle switch, cuircuit breaker, or indicator light in the top row. 

Be sure to check out the full line of DragonFire Accessories for your Honda vehicle at your local HONDA dealer or online at 
http://www.DragonFireRacing.com

Disclaimer
Off road activities can be hazardous and could lead to injury, dismemberment, paralysis and death. No warranty 
of representation is made as to the products ability to protect the user from any injury or death. The user assumes 
that risk. The acceptance and/or use of this merchandise purchased from DragonFire by the customer hereby 
shall release DragonFire from any and all liability pertaining to the use of such merchandise.

•  Read and understand these instructions before installing product
•  This product does not provide roll over protection
•  Ensure doors are securely latched and locked prior to operating vehicle
•  Do not use product if there are any signs of damage

Tools Required
2.5mm Allen Wrench
7mm Wrench
Flat Head Screw Driver

Pre-installation: Lay out components and compare to Parts and Hardware list 
and images. Images may not portray the full detail or exact shape of the parts; 
however, they represent parts that have same or similar function.
 Refer to DragonFire Racing Website for ensure that you have the latest revision 
of instructions & templates.

Part & Hardware List
ITEM QTY SIZE LENGTH TYPE STEP USED

P1 1 - - Switch Panel
P2 1 - - Switch Bezel
P3 4 M4 - .7 10mm Button Head Screws 
P4 4 M4 - .7 Lock Nuts
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Step 1: Place vehicle on a flat and level surface. Place gear selector in “Park” and remove keys from the ignition.

Step 2: Start walking through the steps of the install.

Step 3: Install the switch panel (P1) using the hardware screws (P3) and nuts (P4) into the back of the switch bezel (P2). FIGURE A

Step 4: Using razor knife, drill bit, or hole saw, cut proper sized hole to accommodate for your switch wires in the back of the lower storage 
cubby hole. This will allow you to run your wires to the switches. Be careful of the factory wires just above the cubby hole.  FIGURE B

Step 5: Locate the plastic rivet on the side of the center console. Remove the plastic rivet with a flat head screw driver by popping out the cen-
ter pin, then removing the rivet body.  FIGURE C

Step 6: Install your switches and connect your wires. Note: The switch panel comes with plugs that can be removed to access more switch 
 locations. Rocker switch (Square hole) and Toggle Switch, Breaker, or Indicator Light (Round Hole).

Step 7: Now  slide the top of the switch panel just inside the top of the cubby hole and align the two outer mouting holes in the Bezel (P2) with  
the holes from the plastic rivets. Re-install the plastic rivets through the bezel on both sides of the center councel. FIGURE D

INSTALLATION COMPLETE - FIGURE E

Note: An assistant may be needed to hold the product in place during installation.


